Building Norms & Standards
TROLLEYS VSMS

FACILITIES
MANAGEMENT

T E A T R O L L EY: Last Revised: 26-07-2012
TROLLEY-T-06

Barcode:

SARS issued barcode to be fixed to
left side, top frame before
delivery to site.

CODE Description

[TROLLEY] [T] 06|

CATEGORY
DEPARTMENT
CATALOG NO

TECHNICAL DATA:

Dimensions: Height (FLOOR TO TOP TIER INCL CASTORS): 750mm
Width: 450mm
Length: 650mm + 150mm for handle bar.

Description: Trolley to be manufactured from 25x25mm mild steel square tube welded to rigid structure. Corners and joints welded
flush and seamless. Steel frame finished in “saddlewod” powder coating. Steel frame to receive fitted 16mm Maple top
and bottom tiers as well as 2x drawers on full extensdion runners. Runners to have “self lock ” device to remain closed
during maneuvering. NOTE: Maple to be CDL except for executive application to be veneer. 1x Drawer to include
cutlery tray. Both drawers to include vinyl rubber sheets on bottom to prevent noise. Bottom tier to have 5mm stain-
less steel rods rail.

Castors and Trolley to be provided with rubber castors of approximately 100mm diameter, with swivel action on the front and fixed at
Handles: the push end. Castors to be soft ruber for maximum insulation. Drawer handles to be 110mm saddlewood finish .

Utilization: This trolley is used for all areas Kitchen and Pause area tea trolleys
Supplier: Plasticised sticker fixed out of view stating: Supplier’s name, physical address and contact details.
Warranty: Five years warranty under heavy duty kitchen conditions. The specifications as contained in this document are the

minimum SARS requirements. Vendor to take design responsibility & ensure correct specifications. System designed to
manufacturers details. Manufacturer to state warranty and max carrying capacity.



