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SPECIFICATION [A]: NOTE : ALL DIMENSIONS MUST BE VERIFIED ON

. . SITE BEFORE THE COMMENCEMENT OF WORK
Applies to Horizontal Work Tops.

e Board: Bison 32mm Board 13. DATE | NO AMENDMENT

e Top Surface Primary:
ee Formica 0.8 Laminate.
ee Colour: Vancouver Maple.
ee Code: 688
e Top Surface Insert:
ee Formica 0.8 Laminate.
ee Colour: Graphite Graphix.
ee Code: 1216
BOARD SEALING P.U. OFF-SITE MANUFACTURE. + Balanced Backer:
2 3 3 ee Formica 0.2 Backer (Roll)
SCALE(NTS) On—site assembly only! ee Colour: Brown
e ALL Cut-outs and Joints:
ee Sealed with Double Coating
External Grade Poly Urethane
Varnish
{ _ ee Colour: Clear.

. TYPICAL REAR ELEVATION . TYPICAL FRONT ELEVATION . KROST 3159

S CALE(NTS) - NOTE: Detail 04 not applied to this picture. SCALE(NTS) (Note: Floating bulkheads only used when ceiling not ot 3000 AFFL.) Lockable Silver CPU Bracket — Krost )
SPECIFICATION [B]: S
DINN 25mm LSM o u/S celling. _— Applies to Vertical Seperator Panels. _
. NOTE: Supawood kulkhead must be M
« suspended from concrete soffit and
w NOT ceiling. Bulkhead may NOT rest on e Board: 16mm Melawood. _ — _
vertical separator ponels, Stondard . o
S 1200x600 ceiling continues over e Melawood Resin Paper Finish (Both M
\o) bulkhead uninterrupted. )
sides):
ee Colour: Vancouver Maple. D
Ty ee Code: 688 Z
Smm SHADOWLINE .
e ALL Cut-outs and Joints: _ _ _
ee Sealed with Double Coating
VERTICAL FINISHING PANEL SOLID VERTICAL SEPARATOR PANEL GLASS VERTICAL SEPARATOR PANEL SOLID VERTICAL SEPARATOR PANEL External Grade Poly Urethane M
Varnish A
ee Colour: Clear.
10MM TOUGHENED SAFETY GLASS
PANEL WITH VINYL LAMINATE AND VERTICAL FINISHING PANEL
21 g ALUMINIUM “U” CHANNEL END CAPS,
o 9%
: SCALE As Shown (A1)
‘ - ‘ BOARD SPECIFICATION [B] S o SA )
. Revision Control  14.0
2
; L , SPECIFICATION [C]: N
a | —
“““““““““““““““““““““““““““““““ 47 Applies to Vertical Surfaces as specified.
| I | | | | | I
| I | | | | | I
o 32rm - BOARD SPEC “C’ 32nm - BOARD SPEC 'C" o 32nn - BOARD SPEC “C’ 32nn - BOARD SPEC “C’ .
é W - (- o W é 4 W = | T W é e Top AND Bottom Surface:
| I | | | | | I . )
! o ! ! I ! ee Applied to BOTH sides of board.
Wh Pﬁ WF F, ,ﬁ Pﬁ Wh Pﬁ ee Formica 0.8 Laminate.
“““ ﬂ m—————————— %. % e %, ee Colour: Vancouver Maple.
See Detail “04”. BRUSHED NATURAL ALUMINIUM SKIRTING See Detail “04". BRUSHED NATURAL ALUMINIUM SKIRTING e Code: 688 )
. , ) e ALL Cut-outs and Joints:
ee Sectional Plan [SP-1]
for 76x76 solid por kekind o ee Sealed with Double Coating
H/ﬂ@ 7 O >ﬁ E—M\P E mﬁm <> 1: OZ “bolt" twa pigeon units together.
& External Grade Poly Urethane
SCALE 1:20 Varnish
ee Colour: Clear.
DONN 25mm LSM to u/S ceiling, \
. NOTE: Supawood kulkhead must be
< suspended from concrete soffit and
= NOT ceiling. Bulkhead may NOT rest on
o vertical separator ponels, Stondard
=4 1200x600 ceiling continues over
’ BOARD SPECIFICATION [C] LL]
SARS LIGHT-LED-01-7D SARS LIGHT-LED-01-7D - SARS LIGHT-LED-01-7D SARS LIGHT-LED-01-7D R
/ Smm SHADOWLINE — — —
VERTICAL FINISHING PANEL SOLID VERTICAL SEPARATOR PANEL GLASS VERTICAL SEPARATOR PANEL SOLID VERTICAL SEPARATOR PANEL — —
BOARD SPEC [BI BOARD SPEC [BI — — —
10MM TOUGHENED SAFETY GLASS VERTICAL FINISHING PANEL
m m PANEL WITH VINYL LAMINATE AND
M - ALUMINIUM “U” CHANNEL END CAPS,
&
DRAWING CATEGURY
. 92 & SHOPFITTING
1500 1500 1500 1500
GRAPHITE GRAPHIX PG BISON GRAPHITE GRAPHIX PG BISON GRAPHITE GRAPHIX PG BISON GRAPHITE GRAPHIX PG BISON DESCRIPTION
FORMICA INLAY TO BE FORMICA INLAY TO BE FORMICA INLAY TO BE FORMICA INLAY TO BE
FLUSH WITH COUNTERTOP FLUSH WITH COUNTERTOP I FLUSH WITH COUNTERTOP FLUSH WITH COUNTERTOP z z u
BOARD SPEC [Al BOARD SPEC LAl N BOARD SPEC LAl BOARD SPEC LAl o ° Pam dw noc dm’- m—m<m
] W
St Q7 REFERENCE CUODE PAGE
DASHED LINE SHOWS ————— BOARD SPEC [B] g R
: SF-03-AGENT-1.3 3 of3
o 32nm - BOARD SPEC “C” 32nn - BOARD SPEC “C” v 32nn - BOARD SPEC 'C’ 32mn - BOARD SPEC °C’
aJ N~
M~
| A % 1667

H| BRUSHED NATURAL ALUMINIUM SKIRTING H| BRUSHED NATURAL ALUMINIUM SKIRTING -
Space Planning &

. TYPICAL FRONT ELEVATION . LAMINATE CUTOUT Building Facilities
SCALE 1:20 SCALE 1:20 Management




